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POZZETTO PLUS SEVENTY

AVAILABLE DIMENSIONS:	
PACKAGING:
		

MATERIAL:
COLOUR:
WEIGHT:		

2. TECHNICAL FEATURES

3. USE
Used as a excellent alternative to traditional concreate catch-pits and particularly suitable for housing hydraulic devices and/or electrical installa-
tions for grounding.

4. INSTALLATION

POZ01-1370
Catch-Pits, Covers, Gratings and Frame
Seventy Catch-Pit
Seventy Plus Catch-Pit

700 x 700 mm
1 pc.
8 pc.

Grey
Made of PP (polypropylene)

16200 gr./pc.

per box
per pallet

PRODUCT CODE: 
GROUP:	
TYPE:
NAME:

1. CODE REGISTRY
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POZZETTO PLUS SEVENTY

5. DRAWING

Specification  Description  Unity Price

Dak.D.POZ01.1370

Supply and installation of a Monolithic Catch-Pit, dimension 735 x 735 x 650 mm.
Main characteristisc:
• Light weight for an easy transport, positioning and installation, even by a single person (<25 kg);
• High resistance, thanks to the reinforcements and ribs on the sides; 
• Pipes of every sizes can easly fit thanks to the special pre-cutted concentric shape of the holes on the sides.
• Misaligned inserts for the attack of the pipes from 1” to 2”;
• Precutted bottom, ready to be removed and be stacked by another one (including the possibility of hori-
zontal cut every 10 cm). 
Compatible with cast iron manhole or with the specific cover for Seventy (POZ02-7070M).
The Internal dimensions are 600 x 600 mm (manhole).
Made of P.P. (polypropylene).
Used as a excellent alternative to traditional concreate catch-pits and particularly suitable for housing hy-
draulic devices and/or electrical installations for grounding

pc. -

6. TECHNICAL SPECIFICATION


